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Abstract
Here we show what determines the optical resolution in laser microscopy. We define
the expanded resolution limit (spatial frequency cutoff ) that includes the classic Abbe
definition as 2 NA/λ, where λ is the wavelength. The resolution limit can approximate‐
ly be redefined as the frequency cutoff αNA/λ, where α is the constant that depends on
the optical process occurring in the sample. In the case of the optical process originat‐
ing from the linear susceptibility χ(1), the resolution limit is well known as the Abbe
definition, namely, α = 2. However, when other optical processes are harnessed to form
the image through laser microscopy, the resolution limit can differ. We formulate a
theoretical framework that can calculate the expanded resolution limits of all kinds of
laser microscopy utilizing coherent, incoherent, linear, and nonlinear optical processes.
Keywords: image-forming theory, nonlinear optical microscopy, optical transfer func‐
tion, optical resolution limit, light-matter interaction
1. Introduction
The resolution limit (spatial frequency cutoff) of optical microscopy is usually described as
2 NA/λ, where λ is the wavelength [1]. For example, bright field microscopy indicates the
resolution limit of 2 NA/λ at a maximum. However, this resolution limit is restricted to optical
microscopy that utilizes the optical process derived from the linear susceptibility χ(1), such as
bright field microscopy. Since fluorescence is a χ(3)-derived optical process, the resolution limit
of  optical  microscopy with fluorescence can differ  from that  of  bright  field microscopy.
Although conventional  fluorescence  microscopy exhibits  the  resolution limit  of  2  NA/λ,
microscopy that achieves the full potential of fluorescence, such as structured illumination
© 2016 The Author(s). Licensee InTech. This chapter is distributed under the terms of the Creative Commons
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microscopy (SIM), can reach 4 NA/λ [2]. In general, the resolution limit in optical microsco‐
py becomes different according to the kind of optical process.
Laser microscopy is composed of an excitation optical system and a signal-collection optical
system, and the signals are acquired point by point to reconstruct an image. One of the typical
examples of laser microscopy is confocal fluorescence microscopy, which has been widely used
as an optical imaging technique. Confocal fluorescence microscopy can acquire high-resolu‐
tion optical images with depth sectioning by means of focused laser excitation and a pinhole
in front of a detector, which eliminates out-of-focus signals. Confocal fluorescence microscopy
harnesses fluorescence as an optical process to increase the optical resolution, compared with
microscopy with a χ(1)-derived optical process. Confocal microscopy that utilizes a χ(1)-derived
optical process has a resolution limit (frequency cutoff) of NAex/λex + NAcol/λex, where λex is the
wavelength of the excitation beam, NAex is the numerical aperture of the objective in the
excitation system, and NAcol is the numerical aperture of the objective in the signal-collection
system [3, 4], while confocal fluorescence microscopy theoretically indicates the resolution
limit of 2NAex/λex + 2 NAcol/λfl, where λfl is the wavelength of the fluorescence. Note that in
conventional (wide field) fluorescence microscopy, since the entire specimen is excited evenly,
which corresponds to the condition NAex = 0, the resolution limit becomes 2 NAcol/λfl.
In addition to confocal fluorescence microscopy, various laser microscopy techniques have
recently been used to visualize biological specimens in three dimensions by harnessing many
kinds of optical processes, such as two-photon excited fluorescence (TPEF), second-order
harmonic generation (SHG), third-order harmonic generation (THG), coherent anti-Stokes
Raman scattering (CARS), and stimulated Raman scattering (SRS) [5–11]. Depending on the
optical process, each microscopy exhibits its own feature of image formation. In incoherent
optical processes, such as fluorescence and TPEF, since the vacuum field is involved in the
phenomena along with the excitation beam, the signals emitted from different molecules in
the specimen do not interfere. In contrast, in coherent optical processes, such as χ(1)-derived
phenomenon, SHG, THG, CARS, and SRS, because the processes are caused only by coherent
excitation laser beams, the signals emitted from different molecules interfere. Although the
coherence of the optical process influences the image-forming properties of laser microscopy,
the basic concept is that the image of the linear or nonlinear susceptibility distribution χ(i) (x,
y, z) in the specimen is formed by microscopy regardless of coherence. From a perspective
other than coherence, laser microscopy can be categorized into two types. In the first type, as
the wavelength of the signal is different from that of the excitation beam, the signal can be
separated from the excitation beam, resulting in the image being formed only by the signal. In
the second type, since the signal has the same wavelength as the excitation beam, interference
between the signal and the excitation beam is observed. It will be shown that the image-
forming properties and resolution limits of both types can be dealt with in the identical
framework.
Although the image-forming properties of each microscopy technique are well known, the
unified theory does not exist that can deal with the image-forming properties and the resolu‐
tion limits of all kinds of laser microscopy in the identical framework. If the unified image-
forming theory is developed, it enables one to overview all microscopy techniques with any
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optical processes, such as linear, nonlinear, coherent, and incoherent processes, which can lead
to the invention of a new microscopy technique. In this chapter, we formulate a unified
framework that utilizes double-sided Feynman diagrams to discuss all microscopy applica‐
tions by use of a unique technique. With our framework, the resolution limits of laser micro‐
scopy techniques will be able to be redefined with respect to each optical process. Moreover,
we will lead to some important conclusions about laser microscopy. Although only laser
microscopy is discussed here, our theory can be applied to any type of optical microscopy.
2. Theoretical framework
2.1. Model description
We begin by defining the imaging system (laser microscopy) in our model. Laser microscopy
is composed of an excitation system to focus the laser beam onto a sample and a signal-
collection system to gather the signal generated from the sample. A schematic of laser
microscopy is shown in Figure 1, in which the coordinate systems are given. We assume in
what follows that three-dimensional (3-D) sample-stage scanning is conducted instead of laser
scanning, but it does not influence the optical resolution. In laser microscopy, usually one or
two excitation beams are employed to generate the signal. The electric field of the signal is
emitted from the molecule excited by the electric fields of excitation beams, and the signal field
propagates through the signal-collection system. The signals are acquired point by point with
a photodetector to reconstruct the 3-D image.
Figure 1. Schematic of laser microscopy (transmission type).
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For simplicity, the first Born approximation is applied to understand the true nature of the
optical resolution. In this approximation, the multiple scattering and depletion of the beam
are neglected, which usually holds true for nearly transparent samples, such as a biological
specimen. If the multiple scattering and depletion were intense, the image acquired would
become deformed to some degree. We assume that both the excitation and signal-collection
systems are 1× magnification systems with no aberration, which does not change the essence
of their image-forming properties. In our model, the scalar diffraction theory is employed. The
linear or nonlinear susceptibility distribution χ(i) (x, y, z) in the sample plays a role as the object
in the imaging system. The polarization P (x, y, z) is induced by the excitation electric field,
and the induced polarization emits the signal electric field. Hereafter, we express the electric
field as a complex function.
2.2. Transmission linear confocal microscopy
We start with transmission linear confocal microscopy, in which a χ(1)-derived optical process
occurs in the sample. Figure 2 shows the double-sided Feynman diagram and the energy-level
diagram describing theχ(1)-derived optical process. The polarization is induced by the excita‐
tion beam focused onto the sample, and the signal emitted by the polarization is gathered and
delivered into the photodetector through the signal-collection system. We express the electric
field distribution in the sample formed by the focused excitation beam as Eex (x, y, z). The
Fourier transform of Eex (x, y, z) is shaped like a portion of a spherical shell, as shown in Figure
3, which represents the distribution of the wavenumber vector. When the sample-stage
displacement (x′, y′, z′) is zero, the polarization distribution becomes
( )1
ex( , , ) ( , , ) ( , , ),P x y z x y z E x y zc= (1)
Figure 2. Double-sided Feynman diagram and energy-level diagram for the χ(1)-derived optical process. λ is the wave‐
length. The frequency cutoff (x-y direction) can be calculated by using the diagrams, which will be discussed in more
detail in a later section.
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Figure 3. Distribution of the wavenumber vector for the beam focused by the objective. This is referred to as the “3-D
pupil function”.
where χ(1) (x, y, z) is the linear susceptibility distribution in the sample and we presume that
the electric permittivity ∈0 of free space is unity: ∈0 = 1. We assume that the signal emitted
from a single point in the sample located at the origin ((x, y, z) = (0, 0, 0)) of the object coordinate
forms the electric field distribution Ecol (xa, ya, za) in the detection space through the signal-
collection system. The Fourier transform of Ecol (xa, ya, za) is also shaped like a portion of a
spherical shell located on the + kz side. Using Ecol (xa, ya, za) and P (x, y, z), the electric field
distribution ET (xa, ya, za) in the detection space in the case of arbitrary χ(1) (x, y, z) is given by
( ) a a a, , ( , , ) ( , , ) ,T a a a colE x y z P x y z E x x y y z z dxdydz= - - -òòò (2)
when (x′, y′, z′) = (0, 0, 0). Taking into account the sample-stage displacement (x′, y′, z′), we
recast Eq. (2) as
(3)
In addition to the signal, we need to consider the electric field distribution formed in the
detection space by the excitation beam itself through the excitation system and signal-
collection system, which functions as the local oscillator.
For simplicity, we consider the case of the condition NAex = NAcol. The image intensity
It (x′, y′, z′) acquired by our imaging system can be written as
( ) ( )t 2T a a a a a a a a a( , , ) | , , , , ; , , | ( , ){ } ( ) ,ex a a aI x y z iE x y z E x y z x y z a x y z dx dy dzd¢ ¢ ¢ ¢ ¢ ¢= - +òòò (4)
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where a(xa, ya)is the two-dimensional function representing the detector size, δ(za) stands for
the Dirac delta function, the excitation beam Eex (xa, ya, za) acts as the local oscillator, and −i
before Eex (xa, ya, za) stems from the Gouy phase shift. To obtain the image intensity Ict(x ', y ', z ')
for confocal microscopy, we can substitute δ(xa) δ(ya) into a(xa, ya) in Eq. (4). From Eqs. (3) and
(4), we obtain
(5)
Although Eex (x, y, z) and Ecol (x, y, z) are complex functions,
Eex (x, y, z) Ecol (−x, −y, −z) ≡ ASFt (x, y, z) approaches a real function under the condition NAex
= NAcol. Regarding ASFt (x, y, z) as the real function, Eq. (5) reduces to
( )2 1t ' ' '
c ex ex, , 0,0,0 2 0,0,0 Im( ) ( ) ( ) { ( ), , }ASF , ) .( ,tI x y z E E x x y y z z x y z dxdydzc¢ ¢ ¢ » - + + +òòò (6)
This equation shows that only absorbing objects can be observed and phase objects cannot be
visualized. The first term in Eq. (6) leads to low-contrast images. The function ASFt (x, y, z) is
referred to as the amplitude spread function (ASF), and the coherent transfer function (CTF)
is calculated by Fourier transforming the ASF.
2.3. Reflection linear confocal microscopy
Next, we deal with reflection linear confocal microscopy (see Figure 4), in which a χ(1)-derived
optical process is harnessed. The excitation beam focused onto the sample by the excitation
objective induces the polarization, and the signal generated from the polarization is gathered
and delivered into a photodetector with the same objective. The excitation and signal-collection
systems share a common objective. Unlike in transmission linear confocal microscopy, the
excitation beam does not interfere with the signal. For reflection microscopy, the electric field
distribution of the signal emitted from a single-point object in the sample Ecol (xa, ya, za) formed
in the detection space through the signal-collection system is replaced by E ′col(xa, ya, za), where
the Fourier transform of E ′col(xa, ya, za) is located on the −kz side (see Figure 5). With the arbitrary
sample-stage displacement (x′, y′ z′), the electric field distribution ER(x′, y′ z′; xa, ya za) in the
detection space is given by
Microscopy and Analysis8
( ) ( ) ( )1R a a a ex col a a a, , ; , , , , , , ( , , )( ) .E x y z x y z x x y y z z E x y z E x x y y z z dxdydzc¢ ¢ ¢ ¢ ¢ ¢ ¢= + + + - - -òòò (7)
Figure 4. Schematic of reflection microscopy.
Figure 5. Distribution of the wavenumber vector (3-D pupil function) for the signal focused by the signal-collection
objective.
As only the signal with no local oscillator forms the image, the image intensity Icr(x ', y ', z ')
acquired by reflection linear confocal microscopy is written as
(8)
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The function Eex(x, y, z)E ′col(− x, − y, − z)≡ASFr(x, y, z) is defined as the ASF for reflection
linear confocal microscopy. Since we have the relation Ecol(x, y, z)= E ′col(− x, − y, − z), the ASF
in reflection linear confocal microscopy ASFr (x, y, z) becomes equal to Eex(x, y, z)Ecol(x, y, z).
While the ASF in transmission linear confocal microscopy ASFt (x, y, z) approaches a real
function, that in reflection linear confocal microscopy ASFr (x, y, z) is inevitably a complex
function. In reflection linear confocal microscopy, the mixture image of the real and imaginary
parts of the linear susceptibility is visualized.
2.4. Coherent nonlinear microscopy
We expand the image-forming formulas for χ(1)-derived optical processes to the general
formulas for χ(i)-derived optical processes. In this subsection, we deal with coherent micro‐
scopy, which utilizes coherent optical processes. As an example, we first consider coherent
anti-Stokes Raman scattering (CARS) microscopy, in which the two excitation beams (pump
and Stokes) are used to generate the CARS signal (see Figure 6). In CARS microscopy, the
pump and Stokes beams are temporally and spatially overlapped to generate the CARS signal
such that the frequency difference between the pump and Stokes is tuned to match a particular
Raman-active vibration frequency. The resonant CARS emission is several orders of magni‐
tude greater than that from spontaneous Raman scattering. CARS microscopy provides
chemically selective image contrast based on the intrinsic vibrational modes of molecular
species, avoiding the need for labels. In addition, CARS imaging systems also employ near-
infrared lasers to maximize imaging depth and minimize photodamage to cells. When the
sample-stage displacement is zero, (x ′ , y ′ , z ′ )= (0 , 0 , 0), the polarization distribution
becomes
( ) { }*3CARS CARS p S p( , , ) ( , , ) ( , , ) ( , , ) ( , , ),P x y z x y z E x y z E x y z E x y zc= (9)
where χCARS(3) (x, y, z) denotes the nonlinear susceptibility for CARS and Ep(x, y, z) and Es(x, y,
z) stand for the electric field distributions in the sample formed by the pump and Stokes beams
focused through the excitation system, respectively. In the same manner as in the previous
subsection, taking into account the sample-stage displacement (x′, y′, z′), in transmission
microscopy, the electric field distribution ECARS(x′, y′, z′; xa, ya, za) in the detection space can be
written as
(10)
where Ecol(x, y, z) is calculated by using the wavelength of the CARS signal. Note that for
reflection microscopy, Ecol(x, y, z) is replaced by E′col(x, y, z). As the wavelength of the CARS
signal is different from those of the pump and Stokes beams, only the CARS signal can be
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detected by using a filter. The image intensity ICARS(x′, y′, z′) acquired by CARS microscopy is
given by
( )2CARS CARS a a a a a a a a a, , , , ; , , ( ,( ) |{ ( )} | .)I x y z E x y z x y z a x y z dx dy dzd¢ ¢ ¢ ¢ ¢ ¢= òòò (11)
Figure 6. Double-sided Feynman diagram and energy-level diagram for CARS. λpu is the wavelength of the pump
beam, λS is the wavelength of the Stokes beam, and λCARS is the wavelength of the CARS signal. The relation 2/λpu−1/λS
= 1/λCARS is satisfied.







( , , ) |{ ( , , ;0,0,0)} |
| ( , , ) ( , , ){ ( , , )} ( , , ) ( , , ) |
| ( , , )ASF ( , , ) | .
c
p S p
I x y z E x y z
x x y y z z E x y z E x y z E x y z E x y z dxdydz
x x y y z z x y z dxdydz
c
c
¢ ¢ ¢ = ¢ ¢ ¢
= + ¢ + ¢ + ¢ - - -
= ò ò ò + ¢ + ¢ + ¢
òòò (12)
where ASFCARS(x, y, z)≡Ep(x, y, z){ES(x, y, z)}*Ep(x, y, z)Ecol(− x, − y, − z). The CTF of CARS
microscopy is calculated by Fourier transforming ASFCARS(x, y, z). The maximum value of the
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frequency cutoff, which means the grating with the largest grating vector that can be resolved,
is determined by the CTF. It is proven that the frequency cutoff of nonconfocal CARS micro‐
scopy does not change compared with that of confocal CARS microscopy [4]. In general, in
coherent microscopy, the theoretical resolution limits (frequency cutoffs) are identical between
confocal and nonconfocal systems.
Figure 7. Double-sided Feynman diagram and energy-level diagram for SRG. λsig is the wavelength of the SRG signal.
Note that λS = λsig.
As the next example, we consider stimulated Raman gain (SRG) microscopy, in which the
pump and Stokes beams are employed as the excitation beams in common with CARS
microscopy. As the wavelength of the SRG signal is identical with that of the Stokes beam (see
Figure 7), the SRG signal interferes with the Stokes beam, which acts as the local oscillator in
transmission microscopy. The pump beam is modulated and the SRG signal with the same
wavelength as the Stokes beam can be extracted by demodulating the Stokes beam with the
lock-in amplifier. In the signal-collection system, the pump beam is blocked by the filter. When
(x′, y′, z′) = (0, 0, 0), the polarization distribution is given by
(3) *
SRG SRG( , , ) ( , , ){ ( , , )} ( , , ) ( , , ),p S pP x y z x y z E x y z E x y z E x y zc= (13)
where χSRG(3) (x, y, z) represents the nonlinear susceptibility for SRG. With the sample-stage
displacement (x′, y′, z′), in transmission microscopy, the electric field distribution of the SRG
signal ESRG (x′, y′, z′; xa, ya, za) in the detection space is written as
Microscopy and Analysis12
(14)
where Ecol(x, y, z) in this case must be calculated by using the wavelength of the SRG signal.
With the filter that blocks the pump beam, the total intensity ISRGt (x ′ , y ′ , z ′ ) identified by the
detector of transmission SRG microscopy is given by
2
SRG SRG( , , ) | ( , , ) ( , , ; , , ) | ( , ) ( ) ,t S a a a a a a a a a a a aI x y z iE x y z E x y z x y z a x y z dx dy dzd¢ ¢ ¢ = - + ¢ ¢ ¢òòò (15)
where the Stoke beam − iES(xa, ya, za) with the Gouy phase shift (−i) functions as the local
oscillator. In confocal transmission SRG microscopy, substituting δ(xa) δ(ya) into a(xa, ya),
ISRGt (x ′ , y ′ , z ′ ) reduces to
(16)
where we used the fact that ASFSRG(x, y, z)≡ | Ep(x, y, z)| 2ES(x, y, z)Ecol(− x, − y, − z) ap‐
proaches a real function under the condition NAex = NAcol. Note that the sign of Im{χSRG(3) } is
negative in SRG. The first term in Eq. (16) can be eliminated with lock-in detection. The CTF
is calculated by Fourier transforming ASFSRG(x, y, z).
We also consider “nonconfocal” transmission SRG microscopy, which is normally used to
achieve a high signal intensity. Although the detector is normally placed at the plane conjugate
to the pupil of the collection objective in nonconfocal microscopy, we deal with microscopy in
which the detector is placed at the image plane conjugate to the sample plane to discuss
confocal microscopy and nonconfocal microscopy in the same theoretical framework. Note
that in nonconfocal microscopy, the image does not change regardless of detector position.
Therefore, to simplify the equation, we calculate the intensity value at a certain sample-stage
displacement (x′, y′, z′) by three-dimensionally integrating the signal intensity in the detection
Quantum Image-Forming Theory for Calculation of Resolution Limit in Laser Microscopy
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space. The image intensity is proportional to the above-mentioned calculation result. The
image intensity ISRGnct (x ′ , y ′ , z ′ ) acquired by the detector of nonconfocal transmission SRG
microscopy is given by
(17)
Figure 8. Double-sided Feynman diagram and energy-level diagram for stimulated emission. λex is the wavelength of
the excitation beam, λsti is the wavelength of the stimulation beam, and λsig is the wavelength of the SE signal. A two-
level system is assumed.
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Here we used the relations Ecol(−x, −y, −z) = {Ecol(x, y, z)}* and
ES(xa, ya, za)⊗ Ecol(xa, ya, za)= ES(xa, ya, za) under the condition NAex = NAcol,, where ⊗ repre‐
sents the convolution. The first term in Eq. (17) can be eliminated with lock-in detection. The
ASF for nonconfocal SRG microscopy is |Ep(x, y, z)|2|ES(x, y, z)|2, which is nearly equal to the
ASF for confocal microscopy.
We then consider nonconfocal reflection SRG microscopy. Interestingly, in nonconfocal
reflection SRG microscopy, the reflection light ER(x′, y′, z′; xa, ya za) generated by the χ(1)-derived
optical process plays a role as the local oscillator. The image intensity ISRGncr (x ′ , y ′ , z ′ ) acquired
by the detector of nonconfocal reflection SRG microscopy is given by
(18)
As the local oscillator in this case does not have a Gouy phase shift, the real part of χSRG(3) (x, y, z)
is mainly observed. To see this, we consider a single-point object: χ (1)(x, y, z)=δ(x, y, z) and
χSRG(3) (x, y, z)=εrδ(x, y, z) + iεiδ(x, y, z), where εr, εi≪1. Eq. (18) reduces to
(19)
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The third term in Eq. (19) becomes zero, and the first term can be eliminated with lock-in
detection. Eventually, only the real part εr remains.
The last example for coherent nonlinear microscopy is stimulated emission (SE) microscopy,
in which the pump beam (electric field distribution: Ep(x, y, z)) and the stimulation beam
(electric field distribution: Esti(x, y, z)) are employed to generate the signal (see Figure 8). In
SE microscopy, the SE signal has the same wavelength as that of the stimulation beam, and
the SE signal interferes with the stimulation beam, which functions as the local oscillator in
transmission microscopy. The pump beam is modulated and the SE signal can be extracted by
demodulating the stimulation beam interfering with the SE signal. In analogy with SRG
microscopy, replacing ES(xa, ya, za) with Esti(xa, ya, za) and ESRG(x ′ , y ′ , z ′ ; xa, ya, za) by
ESE (x ′ , y ′ , z ′ ; xa, ya, za)≡∭χSE(3)(x + x ′ , y + y ′ , z + z ′ )| Ep(x, y, z)|2 Esti(x, y, z) Ecol(xa-x, ya-y, za-
z)dxdydz, the image intensity ISEnct(x ′, y ′, z ′) acquired by the detector in nonconfocal transmission
SE microscopy is written as
(20)
where χSE(3)(x, y, z) represents the nonlinear susceptibility for SE. In Eq. (20), we used the
relations Ecol(− x, − y, − z)= {Ecol(x, y, z)}* and Esti(xa, ya, za)⊗ Ecol(xa, ya, za)= Esti(xa, ya, za) under
the condition NAex = NAcol. The first term can be eliminated with lock-in detection. The ASF
for nonconfocal SE microscopy is | Ep(x, y, z)| 2 | Esti(x, y, z)| 2, which is nearly equal to the
Microscopy and Analysis16
ASF for confocal microscopy. Although this equation for SE microscopy is described by the
same notation as SRG microscopy, the Feynman diagram differs.
2.5. Incoherent microscopy
To deal with incoherent optical processes, the vacuum field around the sample needs to be
reckoned in our calculation. We assume that  denotes the amplitude of the quantum
vacuum zero-point effect at the (x,y,z) position in the sample. For spontaneous Raman
scattering, the Stokes beam ES (xa, ya, za) is replaced by the vacuum field :
(21)
We then consider the Fourier expansion of  into the plane wave basis :
(22)
(23)
where (kx, ky, kz) is the wavenumber vector,  stands for the Fourier component of the
vacuum field, and C(kx, ky, kz) is the cone-shaped function representing the wave vectors of
the Fourier components of the vacuum field that can pass through the signal-collection
objective with NAcol and reach the detector. In the case of the fixed angular frequency of the
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pump, the nonlinear susceptibility of SRG is a function of the angular frequency of the Stokes
beam: ωS = c kx2 + ky2 + kz2, where c is the light speed in vacuum. Therefore, we can replace
χSRG(3) (x, y, z) in Eq. (21) with χSRG(3) (x, y, z)L (kx, ky, kz), where L (kx, ky, kz) is a spherically
symmetrical function (typically a complex Lorentzian function of ωS). We then obtain
2
Ra Ra( , , ) | ( , , ; , , ) | ( , ) ( ) ,t a a a a a a a a aI x y z A x y z x y z a x y z dx dy dzd¢ ¢ ¢ = ¢ ¢ ¢òòò (24)
with
(25)
In common with SRG, the fourth term in the above equation is negligible also in spontane‐
ous Raman scattering. Thus, we omitted the fourth term. Carrying on the calculation, we obtain
Microscopy and Analysis18
(26)
Here we used the following equations:
(27)
(28)
The first term in Eq. (26) corresponds to the vacuum field that cannot be observed. As only
the difference from the vacuum state can be measured, the detected signal becomes
(29)
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Note that Im{χSRG(3) (x, y, z)} is a negative value. This equation is well known as the image-
forming formula of confocal microscopy with a finite detector size for incoherent optical
processes [12]. In incoherent microscopy, the size of the detector influences the optical
resolution, according to Eq. (29). In nonconfocal incoherent microscopy, only the pump beam
| Ep(x, y, z)| 2 determines the optical resolution, while in confocal incoherent microscopy, both
the pump beam | Ep(x, y, z)| 2 and the signal | Ecol(− x, − y, − z)| 2 affect the resolution limit,
resulting in better resolution.
Figure 9. Double-sided Feynman diagram and energy-level diagram for (a) spontaneous Raman scattering and (b) flu‐
orescence.
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To discuss the maximum value of the frequency cutoff, we concentrate on confocal microscopy.
Substituting δ(xa) δ(ya) into a(xa, ya), we obtain the image-forming formula of confocal Raman
microscopy as follows:
(3) 2 2
Ra SRG col( , , ) Im{ 2 ( , , )} | ( , , ) | | ( , , ) | .c¢ ¢ ¢ = - + ¢ + ¢ + ¢ - - -òòòc pI x y z x x y y z z E x y z E x y z dxdydz (30)
Another example of an incoherent optical process is fluorescence. For the image-forming
formula of confocal fluorescence microscopy, we only replace χSRG(3) (x, y, z) with χSE(3)(x, y, z),
namely,
(3) 2 2
flu SE col( , , ) Im{ 2 ( , , )} | ( , , ) | | ( , , ) | .c¢ ¢ ¢ = - + ¢ + ¢ + ¢ - - -òòòc pI x y z x x y y z z E x y z E x y z dxdydz (31)
Although the ASF of spontaneous Raman scattering and that of fluorescence microscopy are
represented by the same notation, it is notable that the double-sided Feynman diagrams or
energy-level diagrams for these two processes are different, as described in Figure 9.
3. Optical resolution limit
In Section 2, we covered all types of laser microscopy, which include (i) coherent microscopy
with the signal wavelength different from the excitation wavelength, (ii) coherent microscopy
with the signal wavelength identical with the excitation wavelength, and (iii) incoherent
microscopy.
In type (i), the signal can be measured by blocking the excitation beam with the filter. In type
(ii), the signal can be extracted by lock-in detection, except linear microscopy that utilizes a χ(1)-
derived optical process. Type (ii) has the local oscillator interfering with the signal, while type
(i) does not have the local oscillator. Type (iii) is described in the same fashion as type (ii).
Interestingly, in type (iii), the vacuum field plays a role as the local oscillator.
In this section, we form the framework that can discuss the resolution limit for all types of laser
microscopy by using double-sided Feynman diagrams and energy-level diagrams. It is well
known that the image of the object is formed in three dimensions by laser microscopy with a
finite optical resolution, determined by the NA of the excitation and signal-collection systems
and the wavelengths of the excitation beams and signal. In addition, we show that the type of
optical process occurring in the sample also influences the optical resolution. In our model,
the distribution of the linear or nonlinear susceptibility χ(i) (x, y, z) corresponds to the object
we would like to visualize. While the double-sided Feynman diagram was developed to
calculate the quantity of susceptibility, which depends on the type of optical process involved,
we provide the calculation method for the optical resolution of laser microscopy, which is also
linked to the double-sided Feynman diagram.
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Our model includes coherent microscopy and incoherent microscopy. Regardless of the
coherence, we deal with all types of laser microscopy in the identical framework. In coherent
microscopy, the coherent interaction between the excitation laser beam and the molecule
occurs, and the corresponding susceptibility distribution is visualized in the image. In
incoherent microscopy, an incoherent optical process, which is caused by the excitation beam
and the vacuum field lying in the object space, takes place, and the image of the corresponding
susceptibility distribution is created. Incoherent microscopy exhibits the incoherent property
inherited from the vacuum field. For incoherent microscopy, the equation is formulated by
partially using quantum optical notation.
In incoherent microscopy, the definition of the optical resolution becomes straightforward by
utilizing the optical transfer function (OTF), while in coherent microscopy, because the OTF
does not exist, some definitions are conceivable. In this section, for both coherent microscopy
and incoherent microscopy, we define the resolution limit as the largest grating vector that can
be resolved, when the three-dimensional grating of the susceptibility is observed as the object.
By using our theoretical framework described below, the frequency cutoffs (resolution limits)
of coherent microscopy and incoherent microscopy can be compared.
3.1. Diagram technique
We introduce the double-sided Feynman diagram to discuss the frequency cutoff. Originally,
this diagram was developed to count and categorize the optical processes and calculate the
nonlinear susceptibility of each one. Here we connect the diagram to the frequency cutoffs of
linear, nonlinear, coherent, and incoherent microscopy. The diagram can deal with all optical
processes, including incoherent processes, such as fluorescence and spontaneous Raman
scattering. In coherent microscopy, the resolution limits of confocal and nonconfocal systems
are identical, while in incoherent microscopy, the confocal system exhibits the better optical
resolution than the nonconfocal system. Note that in coherent microscopy, the images of the
confocal and nonconfocal systems indicate the different contrasts. To discuss the theoretical
maximum value of the frequency cutoff, we deal with the confocal system for both coherent
microscopy and incoherent microscopy. We consider the ASF and its Fourier transform: CTF.
For incoherent microscopy, although the point spread function (PSF) is ordinarily used instead
of ASF, in this section we refer to PSF for incoherent microscopy as ASF, to integrate coherent
microscopy and incoherent microscopy into the identical framework.
The essential part of the image-forming formula for all types of microscopy can be written as
( )( , , ) ( , , ')ASF( , , ) ,iI x y z O x x y y z z x y z dxdydz¢ ¢ ¢ = + ¢ + ¢ +òòò (32)
or the square of its modulus. Here O(i) (x, y, z) corresponds to the object originating from
χ(i) (x, y, z). To discuss the largest grating vector that can be resolved, we consider 3-D
grating as the object. In this case, we can just concentrate on Eq. (32), because the resolu‐
tion limit does not change regardless of whether Eq. (32) is squared or not. The Fourier
transform of Eq. (32) is given by
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where Ã means the Fourier transform of A and ( f x, f y, f z)=(kx / 2π, ky / 2π, kz / 2π), which
corresponds to the grating vector. For convenience, we use the definition that the Fourier
transform of {ASF(x, y, z)}* is {CTF( f x, f y, f z)}*. The CTF expresses the existence range of the
grating vector that can be resolved. In transmission linear confocal microscopy, for example,
ASF(x, y, z) is equal to Eex(x, y, z)Ecol(− x, − y, − z), and Fourier transforming it leads to
CTF( f x, f y, f z)=Uex(− f x, − f y, − f z)⊗Ucol( f x, f y, f z), where Ucol( f x, f y, f z) and Uex( f x, f y, f z)
stand for the Fourier transforms of Ecol(x, y, z) and Eex(x, y, z), respectively. Considering the
Ewald sphere helps in understanding the CTF. The Ewald sphere in this case has the same
radii as Ucol( f x, f y, f z) and Uex( f x, f y, f z), which are partial spheres (3-D pupil functions) as
mentioned above. The phase-matching condition (momentum conservation law),
, is satisfied with the Ewald sphere, where kex and ksig are the wavenumber vectors
of the excitation light and the signal, respectively, and K is the grating vector in the sample.
Unless the phase-matching condition is satisfied as shown in Figure 10, the signal cannot be
generated. Consequently, the resolvable grating vector is restricted to the range determined
by the CTF.
In analogy with the above formulation, also for any laser microscopy, the phase-matching
condition is taken into account. Since the focused excitation beam is composed of numerous
plane waves, all combinations of the excitation plane wave need to be considered. In coherent
microscopy, only if the sum of the wavenumber vector of each excitation plane wave and the
grating vector of the susceptibility is equal to the wavenumber vector of the signal that can be
collected by the signal-collection system, the signal can be generated and detected by the
signal-collection system. The phase-matching condition (e.g., ) can
be connected to the double-sided Feynman diagram and energy-level diagram as follows:
1. For the right-pointing arrow in the Feynman diagram or the up-pointing arrow in the
energy-level diagram, the wavenumber vector of the excitation light corresponds to +kex.
2. For the left-pointing arrow in the Feynman diagram or the down-pointing arrow in the
energy-level diagram, the wavenumber vector of the excitation light corresponds to −kex.
The focused excitation beams and the signal contain many plane waves whose wave‐
number vectors lie on the 3-D pupil functions. The ASF (e.g.,
) obeys the following rule.
3. For the right-pointing arrow in the Feynman diagram or the up-pointing arrow in the
energy-level diagram, the electric field distribution formed by the excitation beam
corresponds to Eex(x).
4. For the left-pointing arrow in the Feynman diagram or the down-pointing arrow in the
energy-level diagram, the electric field distribution formed by the excitation beam
corresponds to .
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5. For the wavy-line arrow, the electric field distribution Ecol (−x) formed by the signal
through the signal-collection system is applied.
The CTF (e.g., ) satisfies the following rule.
6. For the right-pointing arrow in the Feynman diagram or the up-pointing arrow in the
energy-level diagram, the 3-D pupil function for the excitation beam corresponds to Uex
(−f).
7. For the left-pointing arrow in the Feynman diagram or the down-pointing arrow in the
energy-level diagram, the 3-D pupil function for the excitation beam corresponds to
.
8. For the wavy-line arrow, the 3-D pupil function for the signal Ucol (f) is applied.
As an example of coherent microscopy, Figure 10 describes the relation between the CTF
and the phase-matching condition represented by the 3-D pupil function. The figure
shows the case of linear confocal microscopy, but in the case of nonlinear coherent
microscopy, the nonzero region of the CTF becomes larger and the missing cone in the z
direction disappears. While the CTF can be calculated by the above rule, the frequency
cutoff in the x-y direction can be evaluated more easily with the following rule.
9. Each arrow for the excitation is connected to NAex/λ′, where λ′ is the wavelength of the
corresponding beam, such as pump or Stokes.
10. The arrow for the signal is connected to NAcol/λsig.
11. The maximum possible value of the frequency cutoff in the x-y direction is given by the
sum of all the above-mentioned values: Σ{NA/λ}.
In incoherent microscopy, the vacuum field, which contains the virtual photons with the
wavenumber vectors in all directions, plays a role as one of the excitation light. The
vacuum field is described by the right-pointing dashed arrow in the double-sided
Feynman diagram and up-pointing dashed arrow in the energy-level diagram. The
vacuum field has its own rule as follows.
12. The wavenumber vector for the vacuum field corresponds to +kvac.
13. For the ASF, the electric field distribution for the vacuum field corresponds to .
14. For the CTF, the 3-D pupil function for the vacuum field corresponds to .
15. For the frequency cutoff in the x-y direction, the corresponding value for the vacuum field
is NAcol/λsig, which is the same value as that of the signal.
Note that in incoherent microscopy, the CTF is referred to as the OTF and the ASF becomes
the PSF. The vacuum field around the sample includes the Fourier components that have the
wavenumber vectors also on the side opposite to the excitation beam. As a result, for reflection
microscopy, | Ecol(xa− x, ya− y, za− z)| 2 in Eq. (29) can be replaced by| Ecol' (xa− x, ya− y, za− z)| 2, but both become the same function if the NAs are identical. Thus,
Microscopy and Analysis24
unlike in coherent microscopy, it turns out that the OTF of transmission microscopy is identical
with that of reflection microscopy in incoherent microscopy. As an example of incoherent
microscopy, we take the transmission fluorescence confocal microscopy shown in Figure 11,
where the relation between the CTF and the phase-matching condition is described with the
3-D pupil function.
Figure 11. The relation between the phase-matching condition and the CTF for the transmission fluorescence confocal
microscopy. Note that 
Figure 10. The relation between the phase-matching condition and the CTF for transmission linear confocal microsco‐
py.




As stated above, the maximum possible resolution limit is determined by the kind of optical
process in force. For illustration, Figure 12 shows the calculation results of the CTF for CARS,
stimulated Raman loss (SRL), SRG, and third-order harmonic generation (THG) microscopy
[4]. For reference, the double-sided Feynman diagram and the energy-level diagram describing
SRL and THG are shown in Figure 13. SRL microscopy and SRG microscopy have the same
resolution limit, while CARS microscopy shows better optical resolution than the two former
techniques. The CTF of THG microscopy exhibits peculiar properties in which the value of the
origin in the spatial frequency domain is zero.
Figure 12. Calculation samples of the CTF for (a) CARS, (b) SRG, (c) SRL, and (d) THG microscopy.
From our theory, some interesting results are also obtained. In reflection coherent microscopy,
the uniform region of the susceptibility disappears in the image, as does the interface whose
normal is perpendicular to the optical axis. As an example to see the difference between
reflection and transmission microscopy, the CTF of transmission and reflection CARS micro‐
scopy are shown in Figure 14 [13]. In transmission THG microscopy, the dot and interface of
the susceptibility are emphasized in the image and the uniform region vanishes. In reflection
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CARS microscopy and transmission THG microscopy, the grating of susceptibility cannot be
resolved, but by assembling the interference microscopy where the signal interferes with the
local oscillator generated separately, the grating becomes resolved and then the optical
resolution can be defined.
In incoherent microscopy such as fluorescence and spontaneous Raman scattering microscopy,
the vacuum field as well as the excitation beam are involved in the optical process and
contribute to the increase in the frequency cutoff. It is noteworthy about incoherent microscopy
that the OTFs of the transmission and reflection microscopy becomes equal. On the other hand,
in coherent microscopy such as SHG, THG, CARS, SRG, and SRL microscopy, the CTFs of
transmission and reflection microscopy differ from each other.
Figure 13. Double-sided Feynman diagram and energy-level diagram for (a) SRL and (b) THG.
Without restricting laser scanning (stage-scanning) microscopy, we can conjecture the
following theorem of the resolution limit for all types of microscopy, which visualize χ(i)(x, y,
z) through a variety of optical processes.




• If there is no a priori information on the object (sample), the resolution limit (the maximum
value of frequency cutoff) is determined by the diagram describing the optical process. As
long as the optical process described by a certain diagram is used to visualize χ(i)(x, y, z), the
resolution limit calculated from the diagram cannot be surpassed regardless of how well
the optical apparatus is devised.
The typical exception to the above theorem is localization microscopy, such as photo-activated
localization microscopy (PALM) [14] and stochastic optical reconstruction microscopy
(STORM) [15], which have a priori information on the object (isolated single-point object). Any
microscopy application, including SIM and stimulated emission depletion (STED) microscopy
[16], that does not have a priori information on the object should follow this theorem.
Figure 14. The CTF of transmission and reflection CARS microscopy.
5. Conclusions
We have constructed a theoretical framework to deal with the image formation of all kinds of
microscopy by using the double-sided Feynman diagrams and energy-level diagrams
describing optical processes. We discovered some rules to evaluate the resolution limit by
using these diagrams. Our diagram technique can overview laser microscopy with any optical
processes regardless of coherence or linearity. In our framework, the susceptibility distribu‐
tion is visualized in the image, which blurs based on the optical resolution of each type of
microscopy calculated from the diagram technique. Interestingly, in microscopy with an
incoherent process, the vacuum field plays a role as part of the excitation light and contrib‐
utes to the improvement of the optical resolution. In nonconfocal systems, which is common‐
ly used to acquire a high-intensity signal particularly in nonlinear microscopy, the resolution
limit of incoherent microscopy is determined by the excitation system only, whereas that of
coherent microscopy is determined by both the excitation and signal-collection systems. In
SRS microscopy, the transmission type mainly observes the imaginary part of the nonlinear
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